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PRELIMINARY
V28 05/17/04

PROPOSED AIRBORNE TOXIC CONTROL MEASURE TO LIMIT DIESEL-

FUELED COMMERCIAL MOTOR VEHICLE IDLING

Adopt new section 2485 within Chapter 10 — Mobile Source Operational Controls,
Article 1 — Motor Vehicles, Division 3. Air Resources Board, title 13, California
Code of Regulations to read as follows:

Section 2485. Airborne Toxic Control Measure to Limit Diesel-Fueled

Commercial Motor Vehicle Idling.

@ Purpose. The purpose of this airborne toxic 3tre is to reduce
public exposure to diesel particulate mat ontaminants by

limiting the idling of diesel-fueled

(b)  Applicability. This sectign applies to di ercial motor

vehicles with gross
that are or must

(©)

(d)

3)

(4)

10,000 pounds

/
oes not apply for the period or periods during which:

a bus is idling for
(A)  upto 10.0 minutes prior to passenger boarding, or
(B) when passengers are onboard;

idling is by a truck equipped with a sleeper berth that is actively
being used for sleeping or resting before January 1, 2009 beyond
100 feet from any restricted area, and the primary engine is idling to
operate a heater, air conditioner, or ancillary equipment;

idling when the vehicle must remain motionless due to traffic
conditions, an official traffic control device, or an official traffic
control signal over which the driver has no control, or at the
direction of a peace officer;

idling when the vehicle is queuing that at all times is beyond 100
feet from any restricted area;
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(5)

(6)

(7)

(8)

1)
()
3)
(4)

idling when forced to remain motionless due to immediate adverse
weather conditions affecting the safe operation of the vehicle or due
to mechanical difficulties over which the driver has no control;

idling to verify that the vehicle is in safe operating condition as
required by law and that all equipment is in good working order,
either as part of a daily vehicle inspection or as otherwise needed,
provided that such engine idling is mandatory for such verification;

idling is mandatory for testing, servicing, repairing, or diagnostic
purposes;

idling when providing a power source for I operations,
' hich involve a
power take off or equivalent mechanis is| powered by the
primary engine for:

(A) controlllng cargo erating|a lift, crane, pump,

i i | ry-equipment; or

N to perfofm work functions for
1 and whare-substitute

Dt reasonably available;

California Vehicle Code Section 22515;
Title 13, Section 2480, California Code of Regulations;
California Health and Safety Code Section 40720; or

any applicable ordinance, rule, or requirement as stringent as, or
more stringent than, this section.

® Enforcement. This section may be enforced by the Air Resources Board;
peace officers as defined in California Penal Code, title 3, chapter 4.5,
Sections 830 et seq. and their respective law enforcement agencies’
authorized representatives; and air pollution control or air quality
management districts.

(9) Penalties. For violations of subsection (c), the driver of a subject vehicle
is subject to a minimum civil penalty of 100 dollars and to criminal
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(h)

penalties as specified in the Health and Safety Code and the Vehicle

Code.

Definitions.

The following definitions apply to this section:

(1)

()

©)
(4)

()
(6)

(7)

(8)

9)

(10)

(11)

“Bus” means any vehicle defined in Title 13, California Code of
Regulations, Section 2480, subsections (h)(13)-(16), inclusive.

“Commercial Motor Vehicle” means any vehicle or combination of
vehicles defined in Vehicle Code Section 152 and any other
motor truck with a gross vehicle weight rating of 10, pounds or

more, except the following:
(A) a zero emission vehicle; of

(B) a pickup truck as gefined in Vehicle Codle $ection 471.

icle Code Section

sed, or maintained primarily for the transportation of property.

"Official traffic control device" is as defined in Vehicle Code Section
440.

"Official traffic control signal” is as defined in Vehicle Code Section
445,

“Primary diesel engine” means the diesel-fueled engine used for
vehicle propulsion.

“Queuing” means (A) through (C)

(A) theintermittent starting and stopping of a vehicle;

(B)  while the driver, in the normal course of doing business, is
waiting to perform work or a service; and

(C)  when shutting the vehicle engine off would impede the
progress of the queue and is not practicable.
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(D)  Queuing does not include the time a driver may wait
motionless in line in anticipation of the start of a workday or
opening of a location where work or a service will be
performed.

(12) “Restricted area” means any location zoned as residential, planned
community, neighborhood-commercial or by a similar identifier that
results in the planning area designated in whole or in part for
individual or multifamily housing according to any local planning
authority.

(13) "Safety or health emergency" means:
(A) a sudden, urgent, or usually unfo

(B)

disclosed

Code of

670.

and Sections 1201,1900, 1962, 2480, title13, California Code of Regulations.
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